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(d) Strain gage or proving ring calibra-
tion. This technique applies force ei-
ther by hanging weights on a lever arm 
(these weights and their lever arm 
length are not used) or by operating 
the dynamometer at different torques. 
Apply at least six force combinations 
for each applicable torque-measuring 
range, spacing the force quantities 
about equally over the range. Oscillate 
or rotate the dynamometer during cali-
bration to reduce frictional static 
hysteresis. In this case, the reference 
torque is determined by multiplying 
the reference meter force output by its 
effective lever-arm length, which you 
measure from the point where the force 
measurement is made to the 
dynamometer’s rotational axis. Make 
sure you measure this length perpen-
dicular to gravity (i.e., horizontal) and 
perpendicular to the dynamometer’s 
rotational axis. 

§ 1065.315 Pressure, temperature, and 
dewpoint calibration. 

(a) Calibrate instruments for meas-
uring pressure, temperature, and dew-
point upon initial installation. Follow 
the instrument manufacturer’s instruc-
tions and use good engineering judg-
ment to repeat the calibration, as fol-
lows: 

(1) Pressure. We recommend tempera-
ture-compensated, digital-pneumatic, 
or deadweight pressure calibrators, 
with data-logging capabilities to mini-
mize transcription errors. We rec-
ommend using calibration reference 
quantities that are NIST-traceable 
within 0.5% uncertainty. 

(2) Temperature. We recommend dig-
ital dry-block or stirred-liquid tem-
perature calibrators, with datalogging 
capabilities to minimize transcription 
errors. We recommend using calibra-
tion reference quantities that are 
NIST-traceable within 0.5% uncer-
tainty. 

(3) Dewpoint. We recommend a min-
imum of three different temperature- 
equilibrated and temperature-mon-
itored calibration salt solutions in con-
tainers that seal completely around 
the dewpoint sensor. We recommend 
using calibration reference quantities 
that are NIST-traceable within 0.5% 
uncertainty. 

(b) You may remove system compo-
nents for off-site calibration. We rec-
ommend specifying calibration ref-
erence quantities that are NIST-trace-
able within 0.5% uncertainty. 

FLOW-RELATED MEASUREMENTS 

§ 1065.320 Fuel-flow calibration. 
(a) Calibrate fuel-flow meters upon 

initial installation. Follow the instru-
ment manufacturer’s instructions and 
use good engineering judgment to re-
peat the calibration. 

(b) You may also develop a procedure 
based on a chemical balance of carbon 
or oxygen in engine exhaust. 

(c) You may remove system compo-
nents for off-site calibration. When in-
stalling a flow meter with an off-site 
calibration, we recommend that you 
consider the effects of the tubing con-
figuration upstream and downstream of 
the flow meter. We recommend speci-
fying calibration reference quantities 
that are NIST-traceable within 0.5% 
uncertainty. 

§ 1065.325 Intake-flow calibration. 
(a) Calibrate intake-air flow meters 

upon initial installation. Follow the in-
strument manufacturer’s instructions 
and use good engineering judgment to 
repeat the calibration. We recommend 
using a calibration subsonic venturi, 
ultrasonic flow meter or laminar flow 
element. We recommend using calibra-
tion reference quantities that are 
NIST-traceable within 0.5% uncer-
tainty. 

(b) You may remove system compo-
nents for off-site calibration. When in-
stalling a flow meter with an off-site 
calibration, we recommend that you 
consider the effects of the tubing con-
figuration upstream and downstream of 
the flow meter. We recommend speci-
fying calibration reference quantities 
that are NIST-traceable within 0.5% 
uncertainty. 

(c) If you use a subsonic venturi or 
ultrasonic flow meter for intake flow 
measurement, we recommend that you 
calibrate it as described in § 1065.340. 

§ 1065.330 Exhaust-flow calibration. 
(a) Calibrate exhaust-flow meters 

upon initial installation. Follow the in-
strument manufacturer’s instructions 
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